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PRUNE ONLY DEAD BROKEN
OR DAMAGED BRANCHES

IF DOUBLE LEADER,
PRUNE ONE LEADER

14 GA OR HEAVIER GALVANIZED

WIRE OR APPROVED NYLON TIES
TIED, TQ THE WEBBING AT A POINT
TWO-THIRDS THE HEIGHT OF TREE
ABOVE_GROUND AND STAPLED,

TIED, OR ATTACHED WITH WIRE TO
THE STAKES. CUT STAKE OFF ABOUT
12" ABOVE THE POINT AT WHICH
TIES ARE TO BE MADE. DO NOT
EXTEND WIRE TO TOUCH TREE TRUNK

&
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ROOT COLLAR SHALL BE
LEVEL UP TO 1" OR 2"
ABOVE FINISH GRADE

SEE "GUY STABILIZATION" DETAIL

STABILIZATION TIES ARE TO BE MADE
WITH FLEXIBLE NYLON 2" TO 3" WEBBING

2" x 2" WOOD STAKE:
THE STAKES SHALL BE
DRIVEN PRIOR TO
BACKFILLING

STAKES SHALL BE DRIVEN OUTSIDE
(AWAY FROM) THE ROOT BALL

MULCH AT LEAST 6"
AWAY FROM THE TRUNK

LEVEL GROUND

(NO DEPRESSIDNS)L £ MULCH 2" TO 4" DEEP

[ R = R / 4 I

—d e

WEBBING WITH GROMM%
USE WIDTH OF 2" TO 3"

ON SMALL TREES, & 6"
8" ON LARGE TREES

16"-18"

—
[ o
/\____

NOTES

1. STAKING IS NOT RECOMMENDED AS A ROUTINE PRACTICE BUT
MAY_ BE CONSIDERED IN WINDY AREAS, AREAS WHERE VANDALISM
EGE¥P58;‘LED, OR WHEN PLANTING LARGE BARE ROOT TREES IN

WEBBING DETAIL

METHOD OF STAKING DECIDUOUS

TREES SMALLER THAN 3" CALIPER
SMALL TREES

3. THIS METHOD OF PLANTING BARE ROOT TREES APPLIES TO
DECIDUQOUS TREES AND SHRUBS OF 12' AND GREATER HEIGHT.

LARGE BARE ROOT TREES & SHRUBS

ey

THE HEIGHT OF THE TREE

. L. TIE 14 GA OR HEAVIER GALVANIZED WIRE OR APPROVED PLASTIC TIES
TO THE WEBBING AT A POINT TWO-THIRDS OF THE HEIGHT OF TREE ABOVE
GROUND. STAPLE OR TIE WIRE/PLASTIC TIES TO GROUND STAKES AND CUT
STAKES OFF ABOUT 12" ABOVE THE POINT AT WHICH TIES ARE TGO BE MADE.

METHOD OF PLANTING BARE ROOT TREES & SHRUBS & METHOD
OF GUYING DECIDUOUS TREES LARGE THAN 3" CALIPER

GUY STABILIZATION
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PREPARE SOIL PAD (MOUND) FOR ROOT BALL. ! ! LACING O X o
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1. PLACE ROOTS IN NATURAL POSITION, WORK TOPSOIL CAREFULLY . WIRE ANCHORS (STAKES) SHALL WOOD STAKES OR APPROVED \ g7
AROUND ROOTS, AND SOAK THE TOPSOIL AROUND THE ROOTS BY N BE DRIVEN AT AN APPROXIMATE METAL ANCHORS DRIVEN :
POURING WATER OVER SOIL SURFACE UNTIL ALL VOIDS ARE 45° ANGLE TO GROUND AT 120° FIRMLY INTO THE GROUND N
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REMOVE ROOT PACKING MATERIALS:
BURLAP SHALL BE REMOVED FROM
PLANT, ALL TWINE ON UPPER ROOT
BALL TO BE REMOVED, ALL WIRE
BASKETS TO BE REMOVED UNLESS
OTHERWISE SPECIFIED

CONTAINER OR BALLED AND
BURLAPPED PLANTS: DIG_THE
HOLE AT LEAST THREE TIMES
ROOT BALL DIAMETER

FINISH GRADE

SET PLANT IN A HOLE WITH TOP
OF ROOT COLLAR AT OR SLIGHTLY
ABOVE FINISHED GRADE

SETTLE THE LOOSE SOIL AROUND

THE BALL OF EARTH BY SOAKING

IT THOROUGHLY WITH WATER. DO

NOT MECHANICALLY TAMP OR FOOT
TRAMP FILL AREAS

TREES AND SHRUBS:

PLACE MULCH 2" TO 4" DEEP. NO MULCH
NEXT TO TRUNK (ALLOW ABOUT 6"

OF BARE EARTH AROUND TREE BASE)

\%SSW/&\%

BRANCHING:

LOW BRANCHES ARE TEMPORARY,
BUT HELP_ PROMOTE STRONG
TRUNKS. REMOVE ONLY DEAD OR
BROKEN BRANCHES OR DOUBLE
LEADERS AT PLANTING TIME

:FDPSDIL MIXED WITH SPECIFIED SOIL

2"-4" OF W0OODY MULCH:

CONDITIONER AND FERTILIZER SHALL
BE THOROUGHLY MIXED PRIOR TO
PLACING AROUND BALL

ROUGHEN SUBSOIL AND PLACE THROUGH-
QUT_ PLANTING AREA AND SCARIFY
SIDES TO PREVENT SEALING

CENTER PLANT IN HOLE AND SET PLUMB

METHOD OF PLANTING CONTAINER, BALLED, AND
BURLAPPED WRAPPED TREES AND SHRUBS

BALLED TREES & SHRUBS

WITH FLEXIBLE NYLON WEBBING

2" x 2" WOOD_STAKE:
THE STAKES SHALL BE DRIVEN
AND ANCHORED IN SOIL AND/OR
ROCK PRIOR TO BACKFILLING.
5~ STAKES SHALL BE DRIVEN
QUTSIDE ROOT BALL
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PLACE ROOTS IN NATURAL POSITION. WORK TOPSOIL
CAREFULLY AROUND ROOTS. SOAK THE TOPSOIL AROUND
THE ROOTS BY POURING WATER ON TOP UNTIL ALL
VOIDS ARE COMPLETELY SATURATED AND FILLED.

AGED WOOD CHIPS, SHREDDED BARK,

OR

STABILIZATION TIES ARE TO BE MADE

~ THROUGHLY TO ELIMINATE

SIMILAR MULCH. KEEP MULCH 6" FROM TRUNK —

REMOVE WIRE BASKETS:

OR CUT TOP PORTION OF WIRE AND FOLD
DOWN IN THE PIT AFTER POSITIONED AND
READY FOR BACKFILL. CUT AND REMOVE
OR FOLD DOWN BURLAP FROM UPPER

ONE-HALF OF BALL. CUT_ AND REMOVE
ALL WIRE/POLY OR PLASTIC TIES
LEVEL GROUND

REMOVE TRANSIT GUARD

ROOT COLLAR SHALL BE
LEVEL OR UP 1" TO 2"
ABOVE FINISH GRADE

BUD GRAFT

REMOVE EXCESS SOIL
FROM TOP OF BALL

FINISH GRADE
S

(NO DEPRESSIONS) \\

BREAK DOWN SIDES OF THE

3
(3) TIMES's BALL WIDTH

BACKFILL:
USE EXISTING SOIL. WATER

AIR POCKETS (DO NOT TAMP)j

PLANT HOLE WHEN BACKFILLING

ROUGHEN SUBSOIL _AND SCARIFY
SIDES TO PREVENT SEALING

[ SOIL PAD WHICH ROOT BALL SHALL
BE PLACED SHALL BE UNDISTURBED

NOTES

L.

USE STAKES ONLY WHEN NECESSARY. OTHERWISE STABILIZE

TREE AS SHOWN IN "GUY STABILIZATION" DETAIL.
LARGE TO MEDIUM BALLED/WRAPPED TREES

GENERAL NOTES

WATER AFTER PLANTING THEN FILL IN SETTLED AREAS —_|
HAND PLACE SMALLER ROCKS OVER TOPSOIL

AS DIRECTED. NO ROCKS NEXT TO TRUNK

TOPSCIL MIXED WITH SPECIFIED
SOILCONDITIONER AND FERTILIZER
SHALL BE THOROUGHLY MIXED
PRIOR TO PLACING AROUND

ROOT BALL
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1. FOR CONTAINER, BALLED, AND BURLAPPED PLANTS ON
ROCK SLOPES DIG THE HOLE THREE TO FOUR TIMES
THE ROOT BALL DIAMETER AND TWICE THE DEPTH.

2. WHEN PLANTING IN AREAS WITH A SHALLOW WATER
LINE, ADJUST THE PLANTING SO THAT THE BOTTOM OF
THE ROOT BALL MEETS A MINIMUM REQUIREMENT OF 1
FOOT ABOVE THE NORMAL SUMMER WATER LINE (SEE
GENERAL NOTE NO. 7).

NOTES

Pl R | W =)\

(el NORMAL SUMMER WATER LINE
(FE (WHEN WATER LINE IS PRESENT)
AR 12" MIN.

1. THE WOOD STAKES CAN BE ROUGH OR PLANED, HOWEVER STAKES
SHALL BE MADE FROM CONSTRUCTION GRADE LUMBER FREE OF KNOTS
AND CHECKS.

2. TO PREVENT INJURY TO BARK WIRE TIE ENDS SHALL BE ATTACHED
THROUGH GROMMETS SECURED IN 2" TO 3" WIDE STRIPS FOR SMALL
TREES & 6" TO 8" WIDE STRIPS FOR LARGE TREES, MADE OF NYLON OR
APPROVED WEBBING (SEE "GUY STABILIZATION" & "WEBBING DETAIL™.
3. TREES SHALL NOT BE PLANTED WITHIN THE CLEAR ZONE.

4. CONTAINER, BALLED, AND BURLAPPED TREES UNDER FOUR FEET SHALL
NOT BE STAKED.

5. ALL TREE STAKES AND WIRE/POLY TIES SHALL BE REMOVED ONE
GROWING SEASON AFTER PLANTING.

6. ALL CONIFERS SHALL BE BALLED AND BURLAPPED USING AMERICAN
NURSERY ASSOCIATION STANDARD. ALL TREES AND SHRUBS SHALL
CONFORM TO ANSI Z 60.1 - 1996 REQUIREMENTS.

METHOD OF STAKING DECIDUOUS
TREES SMALLER THAN 3" CALIPER
ON ROCK SLOPES OR EMBANKMENT

SMALL TREES ON ROCK SLOPES

7. WHEN SMALL TREES ARE PLANTED ON A DRY ROCK SLOPE IGNORE
THE SUMMER WATER LINE

REQUIREMENTS.
8. NOT TO SCALE.
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